-

ALIGN OPENING OF ECCENTRIC
CONE OVER MANHOLE STEPS

24" M.H. FRAME AND COVER
TO BE SET IN MORTAR

NOTE :
PROVIDE ECCENTRIC
CONE FOR M.H.'S

2 M

FLEXIBLE SLEEVE g 5
W/ SST STRAP 4 =[] ~omout To nvert
ks e
L —]|

=il
BRI

PROFILE STABIL]ZATION STONE
AS REQ'D.

TYPICAL SECTION OF
PRECAST SANITARY MANHOLE
S1

TYPICAL
SECTION OF
PRECAST SANITARY MANHOLE

SEWER ONLY
UPDATED: 5/30/03 S1

GRAND STRAND
WATER & SEWER AUTHORITY




24" M.H. FRAME AND COVER
////r_TD BE SET IN MORTAR
MASTIC JOINT g

_\\\\\\\ff 4'-0"
'

SDR18 PVC PIPE
DROP SECTION

FLEXIBLE SLEEVE
W/ SST STRAP

#57 GRAVEL OR
APPROVED EQUAL

v—l . 2
gﬁ&ﬁ%ﬁ&ﬁ BE

=
STABIL]ZATION STONE~////

AS REQ'D

PIPE SIZE AS REQ'D

TYPICAL SECTION OF PRECAST

SANITARY SEWER DROP MANHOLE
S2

TYPICAL
SECTION OF
PRECAST SANITARY SEWER
DROP MANHOLE

SEWER ONLY

UPDATED: 08/28/06 S2
LATEST REVISION:
08/28/06 DRT REVISED TO SHOW “#57 GRAVEL OR APPROVED EQUAL” RATHER
THAN “CONCRETE BLOCKING FOR DROP PIPE SUPPORT”. GRAND STRAND

WATER & SEWER AUTHORITY




L

ALIGN OPENING OF ECCENTRIC
CONE OR FLAT TOP OVER
MANHOLE STEPS PLAN

PROVIDE PRECAST CONCRETE
COLLAR OF 6”-8" FOR FUTURE
ADJUSTMENT

SET FRAME CASTING IN

FULL MORTAR BED FINAL GRADE

MASTIC JOINT

GROUT TO INVERT

FLEXIBLE SLEEVE
W/ SST STRAP

5'-0" MAX.

CLASS ”"B"” CONCRETE
CRADLE

igAgéb}éATION STONE
) PROFILE

TYPICAL SECTION OF PRECAST
SANITARY SEWER SHALLOW MANHOLE
S3

TYPICAL
SECTION OF
PRECAST SANITARY SEWER
SHALLOW MANHOLE

SEWER ONLY
UPDATED: 5/30/03

S3

GRAND STRAND
WATER & SEWER AUTHORITY




FLEX CONNECTION

STRAIGHT

FLEX CONNECTION STEEL TROWEL FINISH

1":6" SHELF SLOPE

2 - WAY
INTERSECTION

FLEX CONNECTION

NOTE :
SHAPE INVERT TO '», PIPE
DIAMETER IN ALL CASES

STEEL TROWEL FINIS

FLEX CONNECTION
17:6" SHELF SLOPE LEX CONNECTIO

3 OR 4-wAY
INTERSECTION

EVEN RADIUS CURVES

FLEX CONNECTION

NOTE :

SEE TYPICAL MANHOLE SECTION
DETAIL FOR CONTINUATION OF
MANHOLE CONSTRUCTION

TYPICAL MANHOLE INVERTS

S4
TYPICAL
MANHOLE INVERTS
SEWER ONLY
UPDATED: 12/26/97 S4

GRAND STRAND
WATER & SEWER AUTHORITY




//r2 -5.S. PICKBARS
I 26" i

. o
T

N 7t 7
7 Z
N i "

SSG(SIDE SEAL GASKET)

24"

j i
{

‘ t 2517,"

34104

NOTES:

1. MATERIAL: ASTM-A48 CLASS 35B GRAY

RING WT: 250 LBS. APP.
COVER WT: 175 LBS. APP.

DN
.o

FRAME AND COVER.

oron

APPROVED EQUAL.

POLYETHYLENE (H.D.P.E. ) ADJUSTING RINGS AS
MANUFACTURED BY LADTECH. INC. MAY BE USED
FOR LEVELING AND FINAL GRADE OF MANHOLE

(2) LIFTING BARS

SEE MANHOLE SELECTIONS FOR FRAME SETTING DETAILS.
USE U.S. FOUNDRY 579-DC-SSG FRAME AND COVER OR

TYPICAL WATERPROOF MANHOLE

FRAME & COVER

S6

LATEST REVISION:

10721708 DRT CHANGED LETTERING FROM “S” TO “SANITARY SEWER”

ON MANHOLE COVER

TYPICAL
WATERPROOF MANHOLE
FRAME & COVER

SEWER ONLY
UPDATED: 10/21/2008 S6

GRAND STRAND
WATER & SEWER AUTHORITY




231" i

S —

(2)
PICKHOLES

"
T

- NON PENETRATING

VENT HOLE

(4)- 1" DIA. ANCHOR HOLES

22"
17
vy
I 25" |
I 33"4“ 1

NOTES:

1. MATERIAL: ASTM-A48 CLASS 35B GRAY I[RON.

2. RING WT: 160 LBS. APP.

3. COVER WT: 125 LBS. APP.

4. POLYETHYLENE (H.D.P.E.) ADJUSTING RINGS AS
MANUFACTURED BY LADTECH. INC. MAY BE USED
FOR LEVELING AND FINAL GRADE OF MANHOLE
FRAME AND COVER.

5. USE U.S. FOUNDRY 668-KL-1

APPROVED EQUAL.

“VENT” FRAME AND COVER OR

TYPICAL MANHOLE FRAME & COVER

LATEST REVISION:
10721708 DRT
ON MANHOLE COVER

CHANGED LETTERING FROM “S”

ST

TYPICAL
MANHOLE FRAME & COVER
SEWER ONLY
UPDATED: 10/21/2008 sS7

TO “SANITARY SEWER”

GRAND STRAND
WATER & SEWER AUTHORITY























































